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Mixcoat EP is a specially formulated two component, Solvented epoxy resin coating specially designed to 

provide continuous protection for substrates including concrete and mortar. It may be applied by brush, 

roller or airless spray. 

 
Mixcoat EP gives good general protection to concrete surface in numerous industrial and commercial 

applications. Specifically it can be used to provide a hard wearing, easily cleaned, non-dusting surfaces 

 

Mixtop EP provides good resistance to wide range of chemicals and aggressive solutions found in general 

industry, but as in all corrosive situations, a full analysis of operating and exposure conditions is required  

followed by reference to chemical resistance data, to ensure product suitability 

 

Mixcoat EP may be used as a top coat for Mixtop screeds floor finishes to provide a brighter more attractive, 

durable sealed surface. 

 

Mixcoat EP may be applied in the following areas as a substrate seal coat or a wearing surface to epoxy 

toppings and screeds 

 

Appropriation 

Engineering work shops 

Production and assembly lines 

Air craft maintenance and assembly 

Ware housing 

Laboratories 

Chemical production and processing 

Battery and pump rooms 

 

Characteristics 

Easy to apply, economical 

Good wear and abrasion resistance  

Good general chemical resistance 

Easily cleaned, non dusting surface 

 

Technical Data & Properties 

Mixed density@25
0
C: 1.3g/cm

3
 

Solid content: 64% by weight 

Pot life : 25ºC 3 hours 

   40ºC 70 minutes 

Tack free  25ºC 40 minutes 

   40ºC 20 minutes 

Over coating time:  min. 4 hours 

   Max. 24 hours 

Colour: Grey 

 

Product Management 

Surface preparation: The surface to be coated must be clean and dry. Remove weld spatter, smooth weld 

seems and sharp edges of the surface to be coated. Oil and grease should be removed. A clean surface will 

ensure adhesion between substrate and overlay. The method of surface preparation will be dictated by size 

of areas to be treated, location and degree of contamination. Removal of laitance and contaminants is best 

achieved by mechanical means such as vacuum recovery, shot 

 

 

blasting, grinding. Floors to be coated or over laid should be at least 28 days old. In 

areas  

deeply penetrating contamination by oil, grease and fats, hot compressed air 

treatment followed by impregnation with a low viscosity primer is the recommended 

treatment. Uneven surface should be leveled to produce a smooth flat surface. For 

heavy wear situations a repair mortar from Mixbuild range should be used. 
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Priming: 

Prime the prepared surface with two components Mixprime EP of and allowed to touch dry.  Mix the two 

parts using a slow speed drill with a suitable paddle. Mix until uniform consistency is obtained. The 

components are preweighted and should not split or divided. Apply by brush or roller and work well into 

the surface. Apply according to the stated coverage. Allow to stand for 20 minutes before applying the 

Mixtop SL5000 to check for absorption. If the surface becomes matt, showing absorption, re prime the 

surface. Apply the Mixcoat EP whilst the primed surface is still tacky. If the primer hardens reprime 

within 24 hours. 

 

Mixing: 

Mixcoat EP is two component systems, part A and B. Thoroughly mix the two components using a slow 

speed drill with suitable paddle. Make sure the reach in bottom and sides of the can. Mix for 1-2 minutes 

to achieve a fully blended, uniform material. It is important to maintain constant mixing time throughout 

contracts to ensure consistent colour and to avoid introducing excessive air into the system.  

 

Placing: 

Apply 2 coats of Mixcoat EP allowing a minimum of 4 hours between coats, and a maximum 24 hours. 

Apply the second coat at right angle to first. 

 

Coverage: 

6.5 – 7m
2
 / ltr, coverage rate will vary according to the nature of substrate  

 

Packing & Storage 

Mixcoat EP is available in 4ltr kit. For site installations or mass consumptions, deliveries shall be made in 

bulk custom-designed containers. Mixtop EP should be stored in cool, dry and shaded warehouses. Shelf 

life is 12 months when stored under cover, out of direct sunlight, protected from extreme temperatures 

and as per recommendations. In extreme tropical climate, the product must be stored in cooled 

ambience.  Excessive humidity and over exposure to UV will result in the reduction of shelf life 

 

Health & Safety 

Mixcoat EP contains no hazardous substances. As with all construction chemical products, caution should 

always be exercised. Protective clothing such as gloves and goggles shall be worn whilst handling. 

Wearing long sleeve overall, safety shoes and face mask is recommended for maximum safety. Reseal all 

containers after use and ensure product is stored as instructed on the safety section of the labeling. 

Treat any contact to the skin or eyes with fresh water immediately. Should any of the products be 

accidentally swallowed, do not induce vomiting, but call for medical assistance immediately. For more 

details, please refer to the MSDS released on each Fab product   
Rev. Nov-10/01 
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Group Head office:  

PYCHEM Co. L L C 

Post Box 23940,  Sharjah.  

Te: +971 6 5420414 / 5431636  

Fax: +971 6 5421446 

Mail: mail@fab-cc.com 

          fabchem@gmail.com  

 

Head office:  

T33A/1, Thryambhava Houses  

Kalapetty road,Coimbatore – 14  

Tel: 0422 3222245  

Fax: 0422 2625207 

Mail: mail@fab-cc.com 

          fabchem@gmail.com  

Under Technical Collaboration with 

MIX UK Limited 

Cherry Tree House, Cherry Tree Lane 

Rostherne, Cheshire,WA143RZ 

Web: www.mixuk.com  

           

Technical information given in this datasheet is true and exact to the best of our knowledge, laboratory upshot and hands-on 

application. The datasheets of all products are revised/updated regularly and hence ensure that the latest release is used for 

reference and recommendation. The date of the publishing is as in this sheet. All data are mean of numerous tests, assessment 

and analysis conducted under laboratory ambiance. Climatic disparity in temperature, humidity, etc. and porosity of substrate 

may impinge on the values. 
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